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TYPE 6: TYPICAL SECTION FOR ROAD ON SIDE SLOPE WITH DEEP/UNSTABLE PEAT
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TYPE 7: TYPICAL SECTION FOR ROAD ON SIDE SLOPE WITH SHALLOW/STABLE PEAT

1.5
1

Drawing Number Rev

Pl
ot

 D
at

e 
:

Fi
le

 N
am

e 
: Y

:\
CA

D\
45

34
 A

RG
YL

L 
SU

BS
TA

TI
ON

S\
01

-W
OR

KI
NG

\0
1_

01
-D

RA
W

IN
GS

\4
53

4A
_A

N 
SU

ID
HE

\E
NE

RG
Y 

CO
NS

EN
TS

 U
NI

T 
AP

PL
IC

AT
IO

N\
45

34
A-

DR
-P

-0
01

2-
P1

 - 
AC

CE
SS

 T
RA

CK
 S

HE
ET

 2
02

 A
ug

us
t 2

02
2 

10
:2

3:
32

THIS DOCUMENT HAS BEEN PREPARED IN ACCORDANCE WITH THE SCOPE OF ARCUS'
APPOINTMENT WITH ITS CLIENT AND IS SUBJECT TO THE TERMS OF THAT APPOINTMENT.

ARCUS ACCEPTS NO LIABILITY FOR ANY USE OF THIS DOCUMENT OTHER THAN BY ITS
CLIENT AND ONLY FOR THE PURPOSES FOR WHICH IT WAS PREPARED AND PROVIDED

www.arcusconsulting.co.uk 

Date

ApprovedCheckedDrawn

Arcus Internal Project No.

Scale @ A3

Designed

Drawing TitleProject Title

Client

Purpose of issue

Tel:
Fax:

4534a-DR-P-0012 1

7th Floor
144 West George Street
Glasgow, G2 2HG

   +44 (0)141 221 9997
   +44 (0)141 221 5610

- SR RC DB

01/08/22
1:125

4534

PLANNING
AN SUIDHE SUBSTATION

PLANNING FIGURE 004b
TYPICAL ACCESS TRACK

SECTIONS - SHEET 2

Arcus Consultancy Services

0 2.5 7.5 10 12.5m

SCALE 1:125

5

http://www.arcusconsulting.co.uk

	Sheets and Views
	0008b


